Lamp Code:

8511 s
Summary
Batch Power (W) | Lumens ] Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/W)
S0102 9.1 941.9 2972.4 80.1 0.56 103.1
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccm) (CRI) (Lm/W)
1 9.0 932.58 2958 79.9 0.560 103.6
2 9.1 936.77 2968 79.7 0.562 102.9
3 9.1 936.56 2994 80.7 0.560 102.9
4 9.2 944.13 2964 79.7 0.561 102.6
5 9.1 940.76 2962 79.9 0.574 103.4
6 9.3 953.20 2994 80.7 0.562 102.5
7 9.2 944.06 2996 80.7 0.560 102.6
8 9.1 949.49 2960 79.7 0.560 104.3
9 9.1 939.38 2956 79.8 0.561 103.2
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ummary
Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccm) (CRI) (Lm/W)
SY031 29.6 3637.8 9816.0 267.8 1.9 409.5
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccm) (CRI) (Lm/W)
1 8.8 1103.24 2944 80.5 0.558 124.8
2 8.8 1069.17 2952 80.3 0.557 121.1
3 9.0 1087.26 2930 80.2 0.558 121.2
4 8.8 1078.12 2952 80.3 0.557 122.2
5 9.0 1100.44 2950 80.4 0.556 123.0
6 9.0 1095.71 2946 80.5 0.557 122.3
7 9.0 1102.27 2948 80.5 0.559 122.6
8 8.8 1082.33 2926 80.3 0.556 122.7
9 8.8 1101.58 2950 80.3 0.557 124.9
10 8.8 1093.14 2950 80.3 0.558 123.7
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