
Lamp Code:

8602

Summary Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Batch 

Number:

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

SY24 3.76 369.56 2958.20 85.18 0.40 98.21 SY057 3.75 389.45 2846.00 77.43 0.42 103.94

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W) Test 

Number

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

1 3.8 374.28 2962 85.1 0.401 99.5 1 3.8 391.10 2845 77.5 0.422 104.1

2 3.8 373.99 2966 85.0 0.400 99.7 2 3.8 388.60 2849 77.6 0.421 103.6

3 3.8 363.95 2956 85.4 0.403 96.5 3 3.7 385.40 2837 77.5 0.420 104.9

4 3.8 376.55 2952 85.3 0.408 98.6 4 3.7 379.00 2841 77.2 0.418 103.4

5 3.7 366.32 2950 85.3 0.399 98.0 5 3.8 391.00 2844 77.6 0.422 104.2

6 3.8 362.05 2956 85.3 0.401 96.6 6 3.7 388.00 2851 77.4 0.421 103.5

7 3.8 372.48 2960 85.1 0.400 99.3 7 3.8 397.90 2847 77.5 0.422 105.1

8 3.8 372.29 2962 85.0 0.403 98.5 8 3.8 393.30 2846 77.4 0.421 104.1

9 3.8 362.53 2956 85.4 0.400 96.7 9 3.8 391.80 2850 77.4 0.420 103.8

10 3.8 371.15 2962 85.0 0.401 98.7 10 3.8 388.40 2850 77.2 0.420 102.9

Summary Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Batch 

Number:

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

SY028 3.81 395.09 2949.80 82.54 0.41 103.78 SY064 4.18 459.76 2945.00 83.94 0.42 109.89

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Test 

Number

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

1 3.8 403.07 2968 82.1 0.408 105.5 1 4.2 457.90 2961 84.0 0.415 109.5

2 3.8 394.46 2940 83.0 0.407 103.3 2 4.1 457.30 2929 83.9 0.415 110.3

3 3.9 401.85 2970 82.0 0.407 102.8 3 4.2 462.20 2936 83.8 0.416 109.1

4 3.8 398.41 2946 82.3 0.406 104.8 4 4.2 462.80 2957 84.0 0.416 110.3

5 3.8 397.19 2946 82.8 0.407 104.3 5 4.2 458.60 2942 84.0 0.416 110.2

6 3.8 397.70 2956 82.4 0.408 103.8 6

7 3.7 384.23 2946 82.8 0.407 103.3 7

8 3.7 384.53 2942 82.8 0.406 103.7 8

9 3.7 384.02 2934 82.9 0.406 103.5 9

10 3.9 405.40 2950 82.5 0.410 102.9 10

Summary Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Batch 

Number:

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

SY031 3.77 381.28 2931.80 82.36 0.40 101.03 SY067 3.76 451.32 2861.20 82.90 0.51 120.13

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Test 

Number

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

1 3.7 378.42 2904 81.8 0.409 101.5 1 3.8 451.20 2861 82.9 0.516 119.7

2 3.8 385.28 2918 81.5 0.399 100.6 2 3.7 453.20 2883 82.9 0.515 121.8

3 3.8 383.28 2950 82.8 0.399 100.1 3 3.8 452.30 2852 82.8 0.513 119.9

4 3.8 381.45 2944 82.6 0.405 100.4 4 3.8 450.60 2852 82.9 0.512 119.7

5 3.7 379.01 2932 82.5 0.400 101.3 5 3.8 449.30 2858 83.0 0.514 119.5

6 3.7 382.57 2944 82.3 0.400 102.3 6

7 3.7 376.97 2942 82.8 0.399 101.1 7

8 3.8 387.28 2942 82.7 0.408 101.4 8

9 3.8 379.11 2938 82.5 0.401 100.8 9

10 3.8 379.42 2904 81.8 0.402 100.9 10

Summary Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Batch 

Number:

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

SY038 4.10 386.05 2888.20 75.24 0.41 94.29 SY068 3.57 416.22 2862.00 82.64 0.51 116.72

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Test 

Number

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

1 4.1 378.20 2897 75.2 0.413 92.4 1 3.5 413.10 2867 82.4 0.503 118.3

2 3.9 387.00 2888 75.2 0.410 98.0 2 3.6 420.00 2872 82.7 0.507 117.3

3 4.2 387.90 2895 75.2 0.414 91.4 3 3.6 419.30 2872 82.7 0.507 117.5

4 4.1 380.20 2876 75.2 0.412 93.5 4 3.6 415.20 2851 82.7 0.508 115.4

5 4.0 386.00 2893 75.1 0.411 97.1 5 3.6 413.50 2848 82.7 0.506 115.2

6 4.0 380.60 2899 75.3 0.411 95.5 6

7 4.2 382.90 2877 75.2 0.413 91.9 7

8 4.5 413.90 2887 75.3 0.417 92.5 8

9 4.1 387.50 2894 75.4 0.413 94.8 9

10 3.9 376.30 2876 75.3 0.410 95.8 10

Summary Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Batch 

Number:

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

SY039 4.10 404.37 2953.10 75.31 0.41 98.68 SY074 3.42 382.76 2960.20 83.58 0.53 111.98

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

Test 

Number

Power 

(W)

Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

1 4.2 405.10 2953 76.4 0.413 96.6 1 3.4 381.60 2942 83.3 0.537 111.3

2 4.1 408.60 2960 74.7 0.412 99.0 2 3.4 384.40 2965 83.6 0.532 112.5

3 4.1 410.30 2970 74.7 0.412 98.9 3 3.4 379.40 2950 83.4 0.532 111.3

4 4.2 410.10 2952 74.6 0.412 98.4 4 3.4 385.70 2977 83.9 0.533 112.7

5 4.0 401.10 2919 75.9 0.411 100.2 5 3.4 382.70 2967 83.7 0.535 112.2

6 4.1 405.50 2955 76.5 0.406 97.9 6

7 4.2 407.00 2952 76.3 0.413 97.6 7

8 4.0 398.20 2960 74.7 0.410 99.5 8

9 3.9 392.90 2956 74.6 0.404 99.7 9

10 4.1 404.90 2954 74.7 0.413 99.2 10

Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

408 3.92 396.49 2885.20 76.34 0.41 101.16

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

1 3.9 396.60 2885 76.2 0.410 100.5

2 3.9 394.90 2887 76.1 0.410 100.1

3 3.9 392.70 2890 76.1 0.409 99.8

4 3.9 391.50 2891 76.1 0.409 99.6

5 3.9 400.20 2885 76.5 0.411 102.1

6 3.9 397.00 2880 76.5 0.410 102.1

7 3.9 393.10 2884 76.4 0.410 101.2

8 3.9 402.50 2880 76.5 0.412 102.7

9 3.9 398.60 2882 76.4 0.411 101.9

10 3.9 397.80 2888 76.6 0.416 101.7


