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Summary
Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (CCT) (CRI) (Lm/W)
SY0015 3.19 224.26 3017.90 83.44 0.40 70.36
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (CCT) (CRI) (Lm/W)
1 3.2 223.25 3098 83.6 0.399 70.9
2 3.2 226.03 3032 83.8 0.409 69.8
3 3.2 221.78 3018 83.4 0.400 70.0
4 3.2 223.99 3028 83.7 0.403 70.2
5 3.2 224.32 3038 83.8 0.401 70.5
6 3.1 219.42 3022 83.1 0.398 71.9
7 3.1 224.64 3012 83.3 0.409 71.5
8 3.3 224.81 2924 83.0 0.400 69.0
9 3.3 227.50 3001 83.3 0.399 70.0
10 33 226.85 3006 83.3 0.410 69.8
Summary
Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccm) (CRI) (Lm/W)
SP004 4.10 442.61 2989.50 81.20 0.47 107.95
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccm) (CRI) (Lm/W)
1 3.9 420.43 3001 81.2 0.462 107.8
2 4.3 464.79 2978 81.2 0.471 108.1
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Summary
Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccm) (CRI) (Lm/W)
SP0O05 3.53 465.02 2995.00 82.44 0.54 131.73
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (CCT) (CRI) (Lm/W)
1 3.5 465.02 2995 82.4 0.536 131.7
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