Lamp Code: 8732

Summary
Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/W)
SY065 3.25 374.87 3791.00 82.75 0.47 115.66
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccT) (CRI) (Lm/W)
1 3.3 376.60 3881 82.9 0.462 115.7
2 33 375.90 3901 82.8 0.463 115.6
3 3.2 372.10 3902 82.7 0.460 114.8
4 33 371.60 3909 82.8 0.460 114.7
5 3.2 373.30 3911 82.8 0.463 115.2
6 33 378.50 3869 82.9 0.470 116.3
7 3.2 372.70 3887 82.4 0.470 116.0
8 33 377.70 3871 82.9 0.469 116.2
9 3.2 376.40 2885 82.7 0.472 116.3
10 3.2 373.90 3894 82.6 0.470 115.8
Summary
Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccm) (CRI) (Lm/W)
SY068 3.34 381.28 4057.00 84.24 0.47 114.25
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccm) (CRI) (Lm/W)
1 3.3 385.20 4060 84.1 0.477 115.8
2 33 382.80 4038 84.3 0.479 115.0
3 3.4 373.10 4041 84.3 0.471 111.3
4 3.3 383.70 4071 84.2 0.466 114.7
5 33 381.60 4075 84.3 0.467 114.4
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Summary
Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (CCT) (CRI) (Lm/W)
SY070 3.45 370.28 4252.40 83.34 0.47 107.34
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccm) (CRI) (Lm/W)
1 3.5 375.10 4234 83.2 0.470 108.1
2 34 370.40 4245 83.4 0.469 107.4
3 3.4 369.10 4261 83.4 0.472 107.2
4 34 368.10 4261 83.3 0.469 107.0
5 3.4 368.70 4261 83.4 0.466 107.1
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Summary
Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/W)
SY075 3.45 426.20 3988.60 82.30 0.52 123.36
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccT) (CRI) (Lm/W)
1 3.4 420.80 3982 82.3 0.517 122.7
2 3.5 427.30 3961 82.3 0.520 123.5
3 3.5 430.60 3973 82.5 0.521 123.6
4 3.5 427.20 4010 82.2 0.520 123.6
5 3.4 425.10 4017 82.2 0.521 123.4
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