Lamp Code:

8620
Summary Summary
Batch | Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Batch Power (W) | Lumens |Colour Temperature (cm‘ Colour Power Factor | Effeciency |
Number: (cc) (CRI) (Lm/W) Number: Rendering (Lm/W)
svoo13 | 355 | 324.29 2907.00 | 81.85 042 | 9127 | svos2 [ 367 376.53 | 2913.20 | 7800 043 | 10252
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Test Power (W) | Lumens |Colour Temperature (CCT) Colour Power Factor | Effeciency
(ccT) (CRI) (Lm/w) Rendering. (Lm/W)
Number Number
Index (CRI)
1 36 323.86 2906 81.9 0.423 912 1 3.7 377.80 2912 78.2 0.427 102.8
2 3.7 333.50 2914 81.9 0.424 911 2 3.7 373.60 2914 77.8 0.428 102.2
3 35 325.29 2894 82.1 0.422 919 3 3.7 373.20 2915 78.1 0.434 100.2
4 3.6 326.81 2912 81.8 0.423 918 4 3.7 375.80 2913 77.9 0.428 103.0
5 37 330.07 2922 81.6 0.422 90.4 5 3.7 380.00 2899 77.9 0.428 103.4
6 34 319.87 2892 82.1 0.419 93.5 6 3.7 377.70 2920 78.1 0.428 103.2
7 35 320.91 2912 81.6 0.420 90.9 7 3.7 380.70 2927 77.7 0.427 103.6
8 3.6 319.63 2882 82.3 0.422 90.0 8 3.7 376.30 2913 78.3 0.427 102.6
9 34 319.00 2916 81.7 0.420 93.0 9 3.7 377.00 2903 78.1 0.427 102.2
10 37 323.94 2920 814 0422 88.8 10 37 373.20 2916 779 0.428 102.1
summary Summary
satch | PoWer (W) [ Lumens | Colour Temperature |~ Colour Rendering Index | Power Factor [ Effeciency satch | POer (W) | Lumens Colour Temperature (CCT)[ Colour | Power Factor | Effeciency
Nombor: (ccT) (cRI) (Lm/w) Nombor: Rendering (Lm/w)
Index (CRI)
SY031 3.57 323.01 2935.20 80.82 0.42 90.50 SY057 3.69 334.13 2943.10 75.25 0.42 90.57
Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Power (W) | Lumens |Colour Temperature (CCT)|  Colour | Power Factor | _ Effeciency
Test Test N
(ccT) (cRI) (Lm/w) Rendering (Lm/w)
Number Number
index (CRI)
1 35 319.79 2962 80.8 0.424 92.4 1 37 338.20 2940 755 0.425 915
2 36 320.69 2926 81.1 0.424 90.1 2 37 337.00 2941 75.2 0.424 91.2
3 35 31836 2044 80.9 0.423 92.0 3 37 335.80 2947 753 0.424 90.9
4 37 327.44 2928 81.0 0.425 88.7 4 37 335.10 2942 75.2 0.424 90.8
5 36 320.16 2946 80.8 0.422 90.2 s 37 334.20 2943 753 0.424 90.6
6 36 323.85 2912 80.4 0.425 90.5 6 37 333.40 2945 75.2 0.423 90.4
7 36 327.63 2962 80.8 0.424 91.8 7 37 332.80 2942 752 0.423 90.2
s 37 326.07 2930 81.0 0.425 88.4 8 37 331.80 2943 753 0.423 90.1
9 36 322.06 2926 81.1 0.425 90.2 9 37 332.10 2944 75.1 0.423 90.1
10 3.6 324.07 2916 80.5 0.425 90.8 10 3.7 330.90 2944 75.2 0.422 89.9
Summary Summary
Batch | FOwer (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Batch Power (W) | Lumens |Colour Temperature (CCT) Colour Power Factor | Effeciency
(ccT) (CRI) (Lm/w) Rendering (Lm/W)
Number: Number:
Index (CRI)
Y042 394 | 35320 2985.60 76.56 043 89.55 Y064 373 394.32 3050.40 81.12 043 105.77
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Test Power (W) | Lumens |Colour Temperature (CCT) Colour Power Factor | Effeciency
(ccT) (CRI) (Lm/w) Rendering (Lm/W)
Number Number
Index (CRI)
1 4.0 354.10 2985 76.7 0435 1 38 400.90 3035 81.0 0.434 105.8
2 3.8 340.50 3003 76.4 0.433 2 3.5 379.40 3058 811 0.431 107.1
3 4.0 356.10 2984 76.6 0437 3 37 389.80 3055 813 0434 105.0
4 4.0 358.00 2980 76.6 0.436 4 3.7 394.80 3039 811 0.432 106.1
5 4.0 357.30 2976 765 0433 5 39 406.70 3065 811 0.436 104.9
6 6
7 7
8 8
9 9
10 10
mmary ummary
satch | POwer (W) [ Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Batch Power (W) | Lumens |Colour Temperature (CCT) Co\ou}r Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/w) Number: Rendering (Lm/W)
Index (CRI)
SY043 3.62 343.46 2987.30 78.32 0.42 94.87 SY069 3.64 488.92 2938.80 81.00 0.43 134.22
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Test Power (W) | Lumens |Colour Temperature (CCT) Colour Power Factor | Effeciency
(ccT) (CRI) (Lm/w) Rendering (Lm/W)
Number Number
Index (CRI)
1 36 350.90 2985 783 0.422 96.5 1 36 495.70 2934 80.9 0.428 136.0
2 3.6 348.60 2986 78.2 0.421 96.0 2 3.6 490.90 2941 811 0.428 134.7
3 36 337.60 2986 783 0.423 94.8 3 36 488.70 2939 811 0.428 134.2
4 3.6 335.50 2985 78.2 0.421 94.5 4 3.6 485.70 2938 80.9 0.427 1335
5 3.7 351.00 2985 78.3 0.424 95.3 5 3.6 483.60 2942 81.0 0.427 132.8
6 3.7 349.10 2986 78.2 0.423 94.8 6
7 3.6 340.30 2990 78.7 0.422 94.9 7
8 3.6 338.20 2992 78.6 0.420 94.5 8
9 3.6 342.80 2988 78.2 0.424 94.0 9
10 36 340.60 2990 78.2 0424 93.5 10
Summary Summary
satch | PoWer (W) [ tumens " Colour Temperature |~ Colour Rendering Index | Power Factor [ Effeciency satch | Power (W) [ Lumens TColour Temperature (CCT)] Colour [ Power Factor | Effeciency
(ccT) (CRI) (Lm/w) Rendering (Lm/W)
Number: Number:
Index (CRI)
SY045 3.62 329.54 2959.70 77.69 0.74 91.01 SY073 3.54 340.88 2948.00 83.08 0.57 96.42
Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Power (W) | Lumens |Colour Temperature (CCT)|  Colour | Power Factor | Effeciency
Test Test ;
(ccT) (cRI) (Lm/w) Rendering (Lm/W)
Number Number
Index (CRI)
1 36 333.80 2953 77.7 3627 92.1 1 35 343.50 2957 833 0573 97.1
2 3.6 329.60 2058 776 0.416 91.2 2 35 342.90 2956 83.0 0572 97.0
3 36 327.00 2963 776 0415 90.6 3 35 342.10 2957 833 0572 96.7
4 36 325.90 2061 776 0.414 90.5 4 35 335.10 2915 82.7 0571 94.8
B 36 324.80 2963 776 0414 90.2 5 35 340.80 2955 83.1 0571 96.5
6 36 333.90 2956 77.8 0419 91.8 6
7 36 331.90 2960 77.8 0418 91.4 7
8 36 330.80 2960 77.8 0.417 91.1 8
9 36 329.40 2961 77.7 0417 90.8 9
10 3.6 328.30 2962 77.7 0.416 90.6 10
Summary ummary
satch | FOver (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Batch Power (W) | Lumens |Colour Temperature (CCT) Colour Power Factor | Effeciency
(ccT) (CRI) (Lm/w) Rendering. (Lm/W)
Number: Number:
Index (CRI)
Y050 373 | 33886 2954.60 77.20 042 90.78 Y075 375 346.14 2923.80 83.26 057 93.92
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency Test Power (W) | Lumens |Colour Temperature (CCT) Colour Power Factor | Effeciency
(ccT) (CRI) (Lm/w) Rendering. (Lm/W)
Number Number
Index (CRI)
1 37 340.20 2943 77.4 0.413 92.2 1 3.8 353.50 2925 833 0.570 94.1
2 38 345.60 2945 77.2 0.416 921 2 3.8 323.10 2924 834 0.569 94.0
3 39 344.90 2958 77.0 0.420 89.4 3 3.8 352.10 2923 83.2 0.565 93.6
4 3.7 333.00 2962 77.3 0.418 90.4 4 3.7 351.10 2926 83.2 0.566 94.0
5 37 330.60 2965 77.1 0.417 89.8 5 37 350.90 2921 83.2 0.566 94.0
6 6
7 7
8 8
9 9
10 10




Lamp Code:
8620

Summary

Batch | Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor Eifeclencyl
Number: (ccn (CRI) (Lm/W)
svo77 | 376 | 364.26 | 2966.20 | 82.88 | o057 | 9694 |
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccT) (CRI) (Lm/w)

1 38 363.30 2955 83.1 0.574 96.5

2 38 360.60 2960 83.0 0.570 96.1

3 38 360.10 2960 82.9 0.569 96.0

4 38 369.30 2979 82.7 0.570 98.2

5 38 368.00 2977 82.7 0.569 97.9
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